EXISTING ASPHALT
PAVEMENT (TYP)

DRILL AND EPOXY No. 4 DOWELS
18” LONG — 24” 0.C. 9" MIN
EMBEDMENT (TYP)
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BONDING AGENT
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11/2” ASPHALT CONCRETE TOP COURSE

PAVEMENT (TYP) |

| | NYSDOT TYPE 7F, ITEM 403.1901
|

\

TAGK COAT , 8" CONCRETE FOUNDATION FOR
(TYP) PAVEMENT 3500 PSI CLASS "C”
CONCRETE NYSDOT ITEM 503.0101

\ 12" SUBBASE COURSE
EXCAVATION LIMTS—" N\ NYSDOT TYPE 2, ITEM 304.03

TRENCH BACKFILL, BACKFILL

IN 67 LIFTS, COMPACT PER
SPECIFICATIONS

NOTE:
1.

IF LIMITS OF TRENCHING EXCEEDS 50 FEET,

CONTRACTOR SHALL COMPLETE CURB TO CURB
MILLING PER CITY DETAILS

2. ALL PAVEMENT MARKINGS DISTURBED SHALL BE
RESTORED TO THE SATISFACTION OF THE CITY

3. ALL JOINTS TO BE SEALED WITH ASPHALT
EMULSION (AC—20) NYSDOT ITEM 702-0500

NO SCALE
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